Appolo GX-55 GPS Receiver Quick Reference Guide 


GX 55 Quick  Ref. Instructions

From, To, Next (Part of FPL)

1. Nav btn

2. Lg Kb – CCW select From, To, Next

3. SEL btn – Get From: Ins?

4. ENTER

5. Sm Kb – Select type

6. Lg Kb – Position cursor

7. Sm Kb – Select chara.

8. Repeat 6 & 7 for name

9. ENTER – Except name

10. Repeat steps 3 – 9 for “To”, & “Next”

11. Nav btn

Edit From, To, Next

1. Nav btn

2. LgKb: CCW select From, To, Next

3. SEL: Bring up Chg?

4. LgKb: Moves Chg?

5. ENTER: Type flashes

6. SmKb: select type

7. LgKb: Select chara. position

8. SmKb: Select chara.

9. ENTER: Select name

10. Nav btn

Delete FPL

1. FPL btn

2. CCW LgKb select name

3. SEL: Activate?

4. SmKb: CW select Delete FPL

5. ENTER

(Sheet 1)

View FPL

1.
Nav btn.

2.
FPL btn

3.
LgKb: Selecct FPL

4.
SmKb: View each leg

Create FPL
1. Nav btn

2. FPL btn

3. LgKb: CCW create new FPL

4. SEL: Enter FPL name (LgKb, SmKb)

5. ENTER: Select name

6. SmKb: CCW brings up SEL

7. SEL: Brings up Ins?

8. ENTER: Brings up type

9. SmKb: Select type

10. LgKb: chara. Position

11. SmKb: Select chara.

12. Creat name

13. ENTER:Next Ins?

14. ENTER:

15. SEL: Ends FPL entry

Edit Existing FPL

1. Nav Btn

2. FPL btn

3. LgKb: Select FPL

4. SmKb: Select leg to change

5. SEL: Brings up chg?

6. LgKb: Cycles Chg?, Ins?

7. ENTER: Accepts Ins?, Chg?

8. SmKb: Selects type

9. LgKb: Chara. Position

10. SmKb: Insert chara.

11. ENTER:

12. Add new wpts

13. SEL: Exit leg

Display each leg

1. Nav Btn

2. FPL btn

3. Sm Kb – list each leg

4. Lg Kb – Create new FPL

Activate FPL

1. Nav Btn

2. FPL btn

3. Lg Kb – Locate FPL name

4. SEL – initiate “Activate?” setting

5. ENTER

Reverse FPL

1. Nav btn

2. FPL btn

3. CCW LgKb select name

4. SEL: Activate?

5. SmKb: Select Reverse  6.
Enter  7.  SEL: Activate  8.  Enter

Create User WayPt - Lat/Long
1. DB btn

2. LgKb:  CW Create User WP

3. Enter

4. SmKb: Select character

5. LgKb: Position chara

6. Select Name; Lat/Long

7. Enter: when finished

Edit User WayPt - Lat/Long
1. DB btn

2. LgKb:  CCW Modify User WP

3. ENTER

4. SmKb:  Select WayPt. To Edit

5. Enter

6. LgKb: Position cursor

7. SmKb: Select Chara.

8. Enter: NavBtn to exit

View User WayPt -list
1. NavBtn

2. DB btn

3. LgKb:  CCW Modify User WP

4. Enter

5. SmKb: Selects WayPts. Names stored

6. NavBtn: exits

Delete User WayPt -list
1. NavBtn

2. DB btn

3. LgKb:  CCW Delete User WP

4. SmBtn: Select WayPt

5. Enter

6. NavBtn

Track Line

1. Mapbtn

2. LgKb: CCW to Routine line

3. SELbtn: Blinks Yes/No

4. SmKb: Selects Yes/No

5. Enter

6. Mapbtn

Track History

1. Map btn

2. LgKb: CCW to Routine line

3. SmKb: Select Track History

4. SELbtn: Yes/No blinks

5. SmKb: Selects Yes or No

6. Enter

7. Mapbtn

Clear Track History

1. Mapbtn

2. LgKb: CCW to Routine line

3. SmKb: Select Stragtegy Full

4. SELbtn: Blinks Full

5. LgKb: Selects Clear

6. SmKb: Selects Yes or No

7. Enter

8. Mapbtn

Direct-To-Obs

1,
Direct btn

2. SmKb: Select Vor or Int for holding

3. Direct btn twice

4. Enter Obs bearing value holding on

5. GPS off track set to radial

Flight Simulator

Manual Operation of Simulated GX55



Increase ground speed



Decrease ground speed


Turn plane left


Turn plane right

Note: When first turn on, manual operation:

a.  Requires ground speed to be initially increased from zero to some value.

Flight Simulator (cont.)

Reset Present Position 

Options


Reset Present Pos ----only


Turn unit on

Select: Reset Pres. Pos – SEL btn

Chg?: Enter Btn

SmBtn: Select type

Display Lat/Lon : Enter

Clear active FLP:  Enter or let time out

3

